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Rumble strips are not installed in certain reduced-width shoulder locations.

See the SHOULDER TAPER DETAIL on Standard Plan M-60.10.
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STANDARD PLAN M-60.20-00
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RUMBLE STRIP PLACEMENT

AT INTERSECTIONS

48’ RUMBLE STRIP LENGTH48’ RUMBLE STRIP LENGTH

EDGE OF PAVED SHOULDER ~ EPS

EPS

EPS

EPS

EDGE LINE

EDGE LINE

EDGE LINE

EDGE LINE

12’ GAP 28’ RUMBLE STRIP LENGTH12’ GAP 28’ RUMBLE STRIP LENGTH28’ RUMBLE STRIP LENGTH

12’ OR 16’ GAP

SHOULDER

RUMBLE

STRIPS

SHOULDER

RUMBLE

STRIPS

TYPE 2

TYPE 3

~ 12’ GAP AND 12" WIDE STRIP

~ 16’ GAP AND 16" WIDE STRIP

TYPE 4 ~ 12" WIDE STRIP

TAPER TAPER

TERMINATE SHOULDER RUMBLE

STRIPS AT THE BEGINNING OR END

OF EACH RIGHT TURN TAPER.

TERMINATE SHOULDER RUMBLE STRIPS

40’ FROM THE BEGINNING OR END

OF EACH RIGHT TURN RADIUS.
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